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Abstract — An ab initio study of the adsorption of NOx and 
SO2 onto SnO2(110) surfaces is presented and related to gas-
sensing applications. Using first-principles calculations (DFT-
GGA approximation) the most relevant NO and NO2 adsorptions 
are analyzed by estimating their adsorption energies and charge 
transfers. The resulting values are compared with experimental 
desorption temperatures for NO and NO2. The adsorption of the 
poisoning agent SO2 is also analyzed. Optimum SnO2 working 
temperatures for minimum SO2 poisoning in NO2 sensing 
applications are discussed from the perspective of adsorption. In 
all cases, we observe that the surface reduction state has 
noticeable consequences on adsorption strength. We also present 
an ab initio thermodynamics study to analyze the stability of 
several surface reduction configurations with respect to the 
ambient oxygen partial pressure and the temperature of the 
material. Finally, the interaction of NO2 with spherical SnO2 
nanoparticles smaller than 2nm is considered. 
 
Index Terms — 1. Modeling and simulation of systems and 
properties of matter at the nanoscale: DFT, SnO2, gas sensor, NO, 
NO2, SO2. 
 
I.  INTRODUCTION  
AS sensor performance depends on the surface chemical 
activity of the active materials. The theoretical study of 
surface-adsorbate interactions provides a valuable tool for 
understanding the chemistry of gas sensors. Chemical 
transduction involves many stages, including the adsorption of 
the target species and charge transfer from the compound to 
the sensing material. These phenomena must be studied in 
order to understand the sensing process. 
Tin dioxide (SnO2) is one of the most common sensing 
materials in solid-state gas sensors [1]. It shows significant 
surface reactivity with reducing (CO, NO) and oxidiz ng gases 
(O2, NO2) [2,3]. The present work deals with adsorptions 
involved in the detection of NOx using SnO2. Detection of NOx 
is important because it is a toxic environmental pol utant [4]. 
However, to explain the behavior of sensors, we need to keep 
in mind that certain processes may interfere with the sensor 
surfaces [5]. This interference can change the effective 
adsorptions of the target species and, therefore, their detection. 
In the case of the SnO2 surface, SO2 is one of the most 
important poisons [6]. The present analysis therefore c nsiders 
the effects of SO2 in order to point out the consequences of 
poisoning on sensing mechanisms.   
Several papers have dealt with the energetics and the 
electron structure of stoichiometric and oxygen-defective SnO2 
surfaces [7-11]. The interaction of these surfaces with oxygen 
[12-14] and the presence of catalytic additives [15] have also 
been studied. To our knowledge, the interaction of NOx with 
SnO2 has only been analyzed in the case of the (101) and (100) 
surface orientations in a study on nanobelts [16].      
We now present a theoretical study, partially reported in 
[17,18], of the interaction of NOx with SnO2-cassiterite in its 
most common surface orientation, which is shown to be the 
(110) [2] even in nanostructures [19]. Surface stabili y with 
respect to orientation and oxidized–reduced terminatio  is 
discussed, the most significant adsorption sites of NOx are 
identified and the energetics and charge transfers of the 
adsorption interaction are evaluated. We compare ou results 
with data from desorption experiments where possible.  The 
adsorption sites of SO2 are also located and we discuss the 
effects of poisoning using technologically accessible 
parameters, such as the working temperature of a hypot etical 
SnO2-based gas sensor. Finally, we present the first and
promising results of an extension of this study, centered on 
ideal and infinite surfaces, to the case of SnO2 anoparticles.    
 
II.  CALCULATION DETAILS  
The first-principles methodology we used was based on 
density functional theory [20,21] (DFT) as implemented in the 
SIESTA code [22,23]. We used the generalized gradient 
approximation (GGA) for the exchange-correlation fuctional 
[24] and norm-conserving Troullier-Martins pseudopotentials 
[25] in Kleinman-Bylander factorization form [26]. Solutions 
of the Kohn-Sham’s equations were expanded as linear 
combinations of atomic pseudo-wave-functions of finite range. 
For all atomic species double ζ plus polarization orbital basis-
sets were used. Oxygen atoms were described by 6 valence 
electrons, nitrogen by 5, sulfur by 6 and tin atoms by 4 plus the 
corresponding pseudo-potential ion cores. We set a r al space 
mesh cut-off [22,23] of 250Ry to obtain total energi s 
converged within 5meV, which is more than sufficient for this 
kind of calculation [7]. In SIESTA, k-point sampling is 
controlled by the k-grid cut-off parameter defined as half the 
length of the smallest lattice vector of the supercell required to 
obtain the same sampling precision with a single k-point [27]. 
For bulk calculations, the total energy was converged to within 
5meV per six-atom unit cell with a k-grid cut-off of 10 Å that 
generates a 5x5x7 Monkhorst-Pack set [28]. In slab 
calculations, k-point sampling in the direction normal to the 
surface is not needed, and all calculations were peformed with 
a 5x5x1 Monkhorst–Pack set generated with a 15 Å k-grid cut-
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off. Under these conditions, forces over atoms were converged 
to better than 0.004eV/Å2. We also considered spin 
polarization in the total energy computations, and corrected 
the basis set superposition error [29] (BSSE) in the calculated 
adsorption energies. 
To deal with surface stability, adsorption energy 
calculations and charge transfer estimations, we modeled all 
surface geometries as three dimensionally periodic slab 
systems, generated from the relaxed bulk unit cell, with a 
vacuum width of 12 Å between surfaces to avoid interaction 
between periodic images of the slabs [7-16].   
Initially, to explore different possible adsorption sites, we 
performed calculations using slabs composed of two 
O(Sn2O2)O layers. For adsorption and structural calculations, 
we used slabs composed of five O(Sn2O2)O layers. Increasing 
the slab thickness to seven layers had a negligible effect on 
energetics and surface relaxations (see Figure 1.a). This 
procedure was successfully used in previous works [9,10,15]. 
Furthermore, we analyzed the influence of supercell width and 
showed that a 2x1 supercell provides converged adsorption 
energies (see Figure 1.b). Comparable supercell widths were 
previously employed in similar works [16].  
We introduced structural relaxations by means of conjugate 
gradient minimization of the energy, until the forces on all the 
atoms (calculated as analytical derivatives of the total energy 
[30]) were smaller than 0.04eV/Å2 (which is one order of 
magnitude greater than the estimated force convergence). In 
the relaxation of the slabs, supercell dimensions were kept 
constant and, as proposed by some authors [7], we choose to 
impose no constraints to the atomic positions within the 
supercell. In the slab composed of 5 layers, the maxi um 
displacement of the atoms in the middle layer was as mall as 
0.05 Å. 
To estimate charge transfers from/to admolecules, we 
computed partial charge on each atom using the Mulliken 
population analysis [31]. 
 
III.  RESULTS AND DISCUSSION 
A. Surface orientation stability  
It is commonly agreed that the facets of a crystal are those 
that minimize the total surface free energy (γ) of the system 
[32]. Consequently, for a given material, the most common 
(and relevant) facet orientation will have the lowest γ. 
Therefore, we calculated the surface free energies of several 
low index facets of SnO2-cassiterite—also known as rutile, a 
tetragonal phase, space group P42mnm, lattice parameters a = 
b = 4.74Å  c = 3.19Å and two non-symmetry-equivalent atoms 
at (0.0,0.0,0.0)Sn and (0.305,0.305,0.0)O [2]—in order to select 
the surface on which the adsorption processes would be 
analyzed. The low-index orientations we considered initially 
are (110), (100), (101) and (001), which are accepted as some 
of the most common SnO2-cassiterite faceting surfaces [2,7].    
Surface free energy values were calculated following the 
procedure and definitions described in [7,33], and we compare 
the results with values from the literature in Table I. Our 
calculated data are in acceptable agreement with the literature. 
We based our study on the (110) orientation since it has the 
lowest surface free energy. TiO2 results are shown for 
comparison with another cassiterite system whose (110) 
orientation also has the lowest surface energy [34].  
 Figure 2 shows one of the slab models used for adsorption 
onto the SnO2-cassiterite(110) surface. It clearly shows that it 
is possible to distinguish between bridging oxygen (OBridg) and 
in-plane oxygen (OInPlane) [9]. When any one of these oxygen 
 
 
Fig. 1.  Adsorption energies (Eads) of the three compounds studied (NO, 
NOx and SO2) onto an SnO2-cassiterite (110) surface with different 




TABLE  I 
CASSITERITE SURFACE FREE ENERGY RESULTS 
γ [J/m2] 
This work SnO2 GGA SnO2 GGA [7] TiO2 LDA [34] Surface 
<±0.20 <±0.20  
(110) 1.01 1.04 0.89 
(100) 1.32 1.14 1.12 
(101) 1.49 1.33 1.39 
(001) 1.87 1.72 1.65 
Surface free energy (γ) for the SnO2-cassiterite facet orientations 
considered. Several references from the literature are given. Computational 
accuracy is also shown when possible. 
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atoms is removed, a surface oxygen vacancy is generated. 
Henceforth, we will refer to these as OBridgVac and OInPlaneVac, 
respectively. 
 
B. Surface reduction/oxidation stability 
We follow the methodology for the interpretation of ab initio 
calculations on surface models in terms of oxidation – 
reduction thermodynamics described by Reuter and Scheffler 
[35]. Briefly, the most stable surface composition and 
geometry at a given temperature T and pressure P is the one 
that minimizes the surface free energy σ(T,P) given by 
 
σ(T,P) = γ – ΓO µO(T,P) /A   (1) 
 
where ΓO = ½ (NO  – 2NSn) is the excess of oxygen in each 
surface (NO and NSn are the number of oxygen and tin atoms in 
the outermost O(Sn2O2)O layer respectively), γ is the surface 
free energy at µO = 0 (i.e. under the ground conditions of 0K 
that are assumed in DFT), µO(T,P) is the oxygen chemical 
potential (that is given as a function of the temperature and the 
partial pressure of O2 [36]) and A is the area of the slab model. 
In this procedure, ab initio calculations provide estimations of 
γ which can be used to evaluate the surface free energy, σ, of a 
particular surface termination (ΓO) for a range of µO values that 
are functions of T and P. Two points must be considere  to 
ensure that the µO values are physically meaningful: SnO2 
dissociates into SnO + O2 at temperatures above 1500ºC [37] 
and, for gas sensing applications under ambient conditi s, the 
oxygen partial pressure can be fixed at atmospheric conditions 
(i.e.: ~0.21bar). Therefore, µO to values must be restricted 
from –2.7eV (at 1500ºC and 0.21bar) to 0eV (at –273ºC). 
Semancik and coworkers experimentally demonstrated that 
simple heating of a stoichiometric SnO2-cassiterite(110) 
surface under UHV to temperatures above 225ºC leads to a 
loss of OBridg and the formation of bridging oxygen vacancies 
(OBridgVac) [38,39]. However, if the temperature is raised above 
525ºC, in-plane oxygen vacancies (OInPlaneVac) can be 
produced, which usually form complex configurations with the 
presence of both OBridgVac and OInPlaneVac. As stated in [38], it is 
worth noting that the given vacancy generation tempratures 
may depend on the particular samples used and the oxygen 
pressure. In any case, it is accepted that OBridgVac are generated 
at lower temperatures than OInPlaneVac and that the latter form 
more complex configurations [2]. 
Figure 3 shows straight line plots of σ(µO) for several 
surface terminations. It can be observed that for a single 
oxygen vacancy per slab unit (ΓO = –0.5) OBridgVac becomes 
more stable than the stoichiometric configuration at 270ºC 
whereas OInPlaneVac does so at 480ºC (points α and β, 
respectively). Thus, the thermodynamics of the formation of a 
single OBridgVac is fairly well explained by ab initio calculations 
but (with the model used) it is not possible to determine the 
threshold temperature above which a single OInPlaneVac will be 
more stable than an OBridgVac. In order to study this point, and 
bearing in mind the complex configurations suggested in [38], 
we considered double oxygen vacancies per slab termination 
(ΓO = –1). All these complex configurations cross the single 
OBridgVac line at temperatures between 640 and 780ºC (point δ).  
In short, under ambient conditions, the stoichiometric 
surface configuration is the most stable, as we expected. When 
the temperature is raised above 270ºC a single OBridgVac may 
form and even at higher temperatures (above 480ºC) the 
formation of a single isolated OInPlaneVac is plausible. At 
temperatures above 640ºC multi-vacant configurations are the 
most probable. This predicted evolution is compatible with the 
known behavior with slightly higher temperatures than under 
UHV conditions as expected due to the presence of ambient 
oxygen that may make vacancy generation more difficult. All 
this suggests that temperature can be used to technologically 
adjust the surface oxygen vacancy type and concentration.   
 
 
Fig. 2.  Slab model of the SnO2-cassiterite (110) surface. Adsorption sites 





Fig. 3.  Surface free energies for different terminations of the SnO2(110) 
surface as a function of the oxygen chemical potential. The top axis shows 
the corresponding O2 gas temperature for atmospheric air equivalent 
conditions (i.e.: oxygen partial pressure of ~0.21bar) [35].  
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To give a more complete view of the surface stability, we 
considered several oxidized configurations and, rema kably, 
these are metastables in the complete range of temperatures 
under atmospheric oxygen partial pressure. The difficulty in 
oxidizing the surface may rise from the fact that the cations in 
SnO2 are already in their maximum oxidation states, which 
prevents the further addition of monatomic O2- species to the 
surface.  
We should stress that, because of the size of the slab u ed in 
our calculations (2x1 supercell), here we have compared only 
certain discrete degrees of oxidation – reduction of the surface. 
For example, in the case of OBridgVac, ΓO = –0.5 and  ΓO = –1 
correspond to 50% and 100% reduction of the surfaces, but, in 
the real system, intermediate compositions may be stable under 
different pressure and temperature conditions. Slightly reduced 
surfaces could then be stable at temperatures lower than those 
estimated above.  
 
C. Adsorption onto SnO2(110) 
To estimate the energy change and the charge transfe  
involved in the process of adsorption of a molecule onto a 
clean surface, we built models of 1) the clean surface slab, 2) 
the molecule, and 3) the surface plus the molecule system. For 
all three of these models, total energy calculations were 
performed, allowing us to evaluate the total energy balance of 
the adsorption process (the so-called adsorption energy, Eads):  
 
ETinitial = ET(clean surface) + ET(molecule) 
ETfinal = ET(clean surface+molecule) 
Eads = ∆ET = ETfinal - ETinitial    (2) 
 
A negative Eads means that the adsorption is energetically 
favorable, and may occur spontaneously without entropic 
considerations (DFT deals with the ground state at 0K).  
 The charge transfer between the surface and the adsorbed 
molecule (∆q) was evaluated comparing the valence charge 
associated to the molecule in the isolated case with the 
adsorbed configuration. 
 The adsorption analysis requires several complementary 
steps: identification of possible surface adsorption sites 
(considering vacant sites), molecular modeling and fi ally, 
adsorption modeling of NOx and SO2. 
 Two relevant adsorption sites appear to be a natural choice 
for the stoichiometric surface: a bridging site and an in-plane 
site [9]. It seems clear that the latter involves not only oxygen 
atoms but also the corresponding Sn5c atom. In addition, the 
adsorption to oxygen-removed sites (vacant sites) seem  
relevant, so OBridgVac and OInPlaneVac sites are considered. 
A good description of the adsorbed molecules is necessary 
to obtain credible theoretical predictions, Table II gives the 
molecular models used and the energetic and geometric 
parameters obtained compared with those in the literature. The 
agreement achieved is comparable with the commonly 
accepted discrepancy described in the literature [40].  
Table III summarizes calculated Eads and ∆q for NO and 
NO2 and the adsorption sites considered. Adsorption 
temperatures are obtained by means of the well-known 
Redhead equation, which links the |Eads| of a process with its 
maximum desorption rate temperature (TMDR) in a 
temperature-programmed desorption (TPD) experiment [46]. 
The adjusting parameters were set according to the 
experimental conditions of [47] where an experimental TPD 
spectrum can be found for NO and NO2 desorption from an 
SnO2(110) surface (Figure 4).  
We recall that our model only provides energies (and their 
corresponding desorption temperatures) for the specific 
adsorption configurations analyzed. In contrast, an 
experimental TPD spectrum provides the temperature range 
over which species are desorbed by considering a plethora of 
adsorption configurations present in a real sample. 
Consequently, we would expect the calculated temperatures to 
belong to the corresponding experimental TPD signal range. 
Our theoretical predictions of TMDR for the few adsorption 
cases considered fall within the wide experimental desorption 
peaks from [47].  
Our results suggest that OBridg sites are the most 
energetically favorable for NO. This behavior is comparable 
with the observation that NO reduces SnO2, given that NO is 
expected to bond with a surface oxygen and eventually to 
remove it, thus reducing the surface [1]. In contrast, 
energetically preferred adsorption sites for NO2 are related to 
oxygen vacancies. Moreover, the TPD spectrum simulated for 
NO2 suggests that the lower temperature peak could be 
associated with OInPlaneVac sites while the one at a higher 
temperature seems to be due to OBridgVac.  
It is important to notice that the difference between the 
preferred adsorption sites of NO and NO2 indicates that by 
generating vacant sites and adjusting their density, the 
feasibility of adsorption onto SnO2 of NO versus NO2 may be 
changed. 
TABLE  II 
ADMOLECULES’  MODELING VERIFICATION 
Compound Bond energy [eV] Bond length [Å] Angle [º] 







1.24 1.18 – 1.21 [41] – – 
N2  9.47 
10.55 (calc.) 
9.47 (exp.) 
1.12 1.09 – 1.11 [42] – – 
NO  7.03 
7.45 (calc.) 
6.63 (exp.) 
1.17 1.12 – 1.17 [43] – – 
NO2  5.54 – 1.23 1.20 [44] 132 133-134 [44] 
SO2  5.91 – 1.49 1.48 [45] 112 109 [45] 
Energetic and geometric first-principles modeled parameters of several molecules involved in the adsorpti ns considered in this work. Reference values 
are from the literature.  
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As far as the charge transfer ∆q is concerned, the 
calculations predict that while NO releases charge to the 
underlying material, NO2 captures it: this is compatible with 
the usual interpretation of the electrical response of gas 
sensors based on metal oxides. According to it, a reducing gas 
(such as NO) is expected to reduce the resistance of the 
sensing metal oxide due to a donation of e– to the conduction 
states of the metal oxide; the opposite is expected for an 
oxidizing gas (such as NO2).  
In the case of NO2, it is also remarkable that the adsorptions 
onto OBridgVac arise ∆q values smaller than those where an in-
plane site is involved. This is compatible with thefact that the 
maximum response of SnO2 sensors to NO2 is found at 
working temperatures from 100 to 250 ºC [1] (approximately 
the range of the lower temperature peak of the TPD spectrum). 
Table IV summarizes the calculated Eads for SO2 at several 
sites. As for NO2, the preferred adsorption sites involve 
oxygen vacancies but in this case it seems that the adsorption 
has a similar strength for both OInPlaneVac and OBridgVac. This 
difference in behavior with regard to the oxygen vacancy type 
has dramatic consequences on the interference of SO2 when 
trying to detect NO2. 
It is known that SO2 avidly saturates NO2 adsorption sites, 
reducing the sensing capability of SnO2 [6]. In the present 
calculations, the strongest adsorption within the cases studied 
corresponds to SO2. This theoretical behavior is compatible 
with the experimental evidence of poisoning.  
In particular, SO2 adsorbs more strongly than NO2 to vacant 
oxygen sites but the difference in the calculated Eads values is 
smaller for OBridgVac related adsorptions (the higher 
temperature peak in the NO2 TPD spectrum). This suggests 
that the poisoning strength depends on the adsorption s te 
involved in the process. So SnO2(110) surfaces, in which the 
presence of OBridgVac dominates and there are few OInPlaneVac, 
would appear to be a better sensor candidate as it should 
experience less poisoning. Linking this with the surface 
reduction stability described above, it is clear that in order to 
avoid the massive apparition of OInPlaneVac the temperature of 
the sensing material should not exceed 480ºC. If anoccasional 
single OInPlaneVac is present below this temperature, adsorption 
onto such a site should be avoided to diminish the effect of the 
poisoning, and so the sensing material should work at 
temperatures higher than 200ºC which favors the desorption of 
NO2 from and OInPlaneVac.  Finally, to obtain  good sensing 
behavior over a large range of the target gas concentration, 
 
 
Fig. 4.  Top: Experimental TPD spectra for NO and NO2 desorbing from a 
dehydroxylated SnO2(110) surface (Reprinted from [47]). Bottom: 
Calculated TPD spectra for NO and NO2 considering all the configurations 
detailed in Table III. One TPD spectrum was simulated (by means of 
solving the rate expression for desorption kinetics [46,48]) for each 
adsorption configuration with the experimental parameters given in [47]. 
For every configuration, the temperature corresponding to the maximum 
desorption rate is indicated with a labeled arrow (see labels and TMDR 
values in Table III). Total spectra are sums of the normalized single 
configuration spectra. Total intensities only serve as a visual guide as they 
are obtained from summing normalized intensities. 
 TABLE  III 
NO AND NO2 ADSORPTION ONTO SnO2(110) 
Adsorbate Surface termination (ΓO) Adsorption site Eads [eV] TMDR  [ºC] ∆q [e-] 
  0.0 OBridg  –1.32 198 (a) –0.21 
  0.0 SnInPlane  –0.24 52 (b) –0.02 
–0.5 OBridg  –1.18 167 (c) –0.24 
–0.5 OBridg + (SO2 in OBridgVac)  –1.28 – (ϒ)  
–0.5 OBridgVac  –0.42 89 (d) –0.05 
NO 
–1.0 OBridgVac  –0.98 153 (e) –0.10 
  0.0 OBridg  +1.51 –  – 
  0.0 SnInPlane  –0.52 94 (t) +0.42 
–0.5 OBridgVac (single bonded) –2.31 502 (u) +0.31 












–1.0 OBridgVac-SnInPlane  –2.11 454 (x) +0.68 
–0.5 OInPlaneVac (single bonded) –1.26 178 (y) +0.61 
NO2 
–1.0 OInPlaneVac (double bonded) –0.74 120 (z) +0.92 
Calculated adsorption energies (Eads) and charge transfers (∆q) for NOx onto several adsorption sites of the SnO2(110) surface and maximum desorption 
rate temperature (TMDR) estimated for the experimental conditions of [47]. Some configurations are not energetically favorable (Eads > 0). Energetically 
favorable processes are labeled with letters in parenthesis in order to identify them in Fig. 4. For NO, a configuration in the presence of SO2 (ϒ) is 
considered for later discussion on poisoning. 
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adsorption sites must be kept unsaturated. In other words, the 
sensing material should work at a high desorption rate 
temperature to achieve a steady state where the 
adsorption/desorption ratio is a function of concentration. 
Consequently, according to the NO2 TPD spectrum, 
temperatures between 200 and 300ºC do not appear very 
promising. 
All these considerations suggest that to achieve the best 
adsorption conditions and diminish poisoning by SO2, the 
optimum working temperatures are between 300ºC to 450ºC 
(left side of the high temperature desorption peak of NO2).   
The preferred adsorption sites for NO are OBridg. Therefore, 
it may seem that there is no competitive behavior with SO2. 
However, Table III shows that, for intermediate reductions, the 
adsorption of NO onto OBridg in the presence of an SO2 
occupying an OBridgVac site (Table III case ϒ) is slightly 
stronger than in the non-interacting case (case c). These results 
suggest that in spite of the predilection for different adsorption 
sites shown by NO and SO2, a cross-influence may occur 
between the two compounds, and this would merit furher 
analysis. 
It is important to bear in mind that the previous discussion is 
centered on good behavior in the adsorption and charge 
transfer stages. These are only two stages in the chemi al 
transduction and therefore they are necessary but not sufficient 
to guarantee a good sensing response. 
As a final remark, the previous discussion makes evident the 
key role of surface oxygen vacancies in the surface interactions 
behind gas sensing with SnO2. Recently, we have proposed 
that the luminescence signal of SnO2 [49] (and, possibly, other 
metal oxides such as ZnO [50]) can be used to monitor its 
surface reduction/oxidation state. 
D. Adsorption onto SnO2 nanoparticles 
In the last years, the use of nanostructured materials, with 
increased surface/volume ratio, has been one of the most 
fruitful strategies to improve the performance of gas sensors 
based on metal oxides [51]. Outstanding performances have 
been obtained in commercial sensors with nanoparticles 
smaller than 3nm [51]. Consequently, the validity of the 
approximation of perfect and infinite surfaces of SnO2 (which 
is appropriate for polycrystalline gas sensors with gain sizes 
above of hundreds of nanometers) should be revised for the 
smaller nanoparticles. Hereunder, we present our first results 
on the interaction of NO2 with SnOx spherical nanoparticles of 
1.0, 1.1, 1.8 and 1.9 nm in diameter. These sizes produce SnO2 
nanoparticles terminated with SnO2(110)-like facets that ease 
the comparison with the previous calculations.  
Table V summarizes the calculated gap energies (Egap), the 
enthalpies of formation (∆H) of bulk (fully coordinated) and 
surface (in a bridging coordination) oxygen atoms, and Eads 
and ∆q for NO2 adsorptions onto OBridgVac sites (the strongest 
adsorption configuration detected previously). 
Results predict a widening of the Egap when reducing the 
nanoparticle down to the nanometer range. This is the
expected behavior due to the quantum confinement of the 
electrons inside a nanoparticle surrounded by vacuum. 
Besides, the enthalpy of formation of both bulk and surface 
O vacancies diminishes with the nanoparticle dimensions. 
Similar trends have been observed experimentally in other 
metal oxides, such as CeO2 [52]. 
TABLE  IV 
SO2 ADSORPTION ONTO SnO2(110) 
Adsorbate Surface termination (ΓO) Adsorption site Eads [eV] TMDR  [ºC] ∆q [e-] 
0.0 OBridg  +1.72 –  – 
0.0 SnInPlane  –0.86 128  +0.50 
–0.5 OBridgVac (single bonded) –2.05 435  +0.43 











–1.0 OBridgVac-SnInPlane  –2.97 741  +0.95 
–0.5 OInPlaneVac (single bonded) –2.98 748  +0.53 
SO2 
–1.0 OInPlaneVac (doble bonded) –3.09 770  +0.69 
Calculated adsorption energies (Eads) and charge transfers (∆q) for SO2 onto several adsorption sites of the SnO2(110) surface and maximum desorption 
rate temperature TMDR estimated for the experimental conditions of [47]. Notice that, in contrast to the case of NO2, our calculations show that SO2 
adsorption onto a 100% reduced slab may only be spontaneous (Eads < 0) in one single O bonding configuration. Some configurations are not energetically 




    
d = 1.0nm d = 1.2nm d = 1.8nm d = 2.0nm 
 
Fig. 5.  Atomistic model of the four spherical SnOx nanoparticles we studied. Calculation results are p sented in Table V. Gray and red balls correspond to 
tin and oxygen atoms, respectively. Atoms in green highlight the bridging site where an OBridgVac was generated and NO2 was adsorbed. 
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As regards the interaction with NO2, an increase of both the 
strength and the charge transfer of the adsorption is predicted 
when reducing the nanoparticles’ diameter. 
All these results suggest a strong influence of the 
nanoparticle size, not only on the intrinsic properties of SnO2 
but also on its interaction with gases. In any case, further work 
is needed to verify the influence of the shape of the 
nanoparticle (cleavages based on the Wulff’s construction of 
SnO2 could be a good option) or its stoichiometry and to 
consider other adsorption configurations. In the near future, 
the possibility of exploring the few-nanometer range thanks to 
new computational facilities and codes could also be
enlightening.  
  
IV.  CONCLUSION  
We adopt a theoretical approach to study the NO and NO2 
adsorption onto SnO2(110) based on ab initio calculations. 
Bridging oxygen sites and oxygen vacancy sites were 
identified as the most relevant adsorption sites for NO and 
NO2 respectively. This difference suggests that by adjusting 
the oxygen vacancy site density the feasibility of NO versus 
NO2 adsorption onto SnO2 may be changed. 
Oxygen vacancies seem to be the most favorable adsorption 
sites for poisoning by SO2, suggesting competitive behavior 
with NO2. Theoretical trends indicate that while SO2 
adsorption strength is almost independent of the oxygen 
vacancy type (bridging or in-plane), NO2 adsorbs more 
strongly onto bringing than in-plane vacancies. Such a 
difference suggests that poisoning may be reduced if the 
working conditions make bridging oxygen vacancies the 
dominant adsorption site. Considering the surface reduction 
stability with respect to temperature under atmospheric oxygen 
partial pressure, and the experimental and b initio modeled 
TPD spectra of NO2, ideal SnO2(110) surfaces present 
optimum adsorption activity for gas sensing applications at 
temperatures between 300 and  450ºC. In the case of NO, no 
competitive behavior with SO2 is expected due to their 
predilection for different adsorption sites, but further study 
may be necessary to analyze cross-influences. 
Maximum charge transfers from SnO2(110) to the adsorbed 
NO2 are predicted for interactions involving in-plane sites, in 
good agreement with the maximum responses of the sensors 
which are obtained at working temperatures corresponding 
also to interactions with in-plane sites. 
The interaction of NO2 with SnO2 nanoparticles between 1 
and 2 nm in diameter has been explored in order to check the 
validity of the approximation of infinite surface when 
modeling extremely small nanoparticles. The results suggest a 
strong influence on the interaction between NO2/SnO2 but 
further work is needed for a complete comprehension of its 
effects. 
We have shown how ab initio modeling of surfaces and 
adsorptions can provide ideas to improve the performance of 
solid-state chemical sensors. Theoretical predictions regarding 
optimum working conditions for real sensors would require a 
more complex model including, for example, the cross-
influence of OH groups due to humidity. 
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